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FUSELAGE SIDE INLETS - A STUDY OF SOME FACTORS
AFFECTING THEIR PERFORMANCE AND A
COMPARISON WITH NOSE INLETS?

By Emmet A. Mossman, Frank A. Pfyl, and

Frank A. Lazzeroni

L)
1

SUMMARY

¥

) This report first notes briefly certain basic principles affecting

1 the performance of side-inlet air-induction systems. Following this

; discussion, the performance of several fuselage side inlets is examined,

; . and comparison is made with nose inlets. Methods for improving the per-
formance of both side inlets and nose inlets are reviewed, including

boundary-layer control on the compression surfaces, revised geometry to

provide a circular side inlet, and an internal-compression inlet having
low external drag.

A procedure is outlined for analyzing inlet flow instability from a
statistical point of view in which the flow is treated as a stationary
random function of time. It is suggested that the root-mean-square ampli-
tude of the pressure fluctuations be related to jet-engine performance and

that the method can prove useful for correlating inlet instability obtained
from wind-tunnel models with results from fiight tests.

INTRODUCTION

In the design of an air-induction system to supply air efficiently to
an engine placed in an airframe, consideration must be given to the some-
what diverse fields of aerodynamics and thermodynamics. Airplane range,
and variously defined airplane efficienciles, can be shown to be functions ,
of the lift-to-drag ratio and the propulsive efficiepcy. Generally speak-
ing, the lift-to-drag ratio is considered to be in the province of the

. 1Mhis report is substantially the same as a paper presented at an
Institute of the Aeronautical Sciences Specialist Meeting, on March 21,
1955, in Los Angeles, California.
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2 CONFIDENTIAL NACA RM A55F29

aerodynamicist and the propulsive efficiency to be in the province of
the thermodynamicist. The induction-system design involves both aero-
dynamics and thermodynamics; it can have a major influence on the drag
of the airplane, and it affects the engine performance through decelera-
tion of the induction air. It is the combination of these factors that
makes induction-system design so vital to airplane performance.

As the aerodynamicist well knows, there is a divergence of opinion as
to where the engine should be placed in any given design. This is espe-
clally true with a multiengine interceptor or fighter aircraft. It is
beyond the scope of this paper to discuss relative merits of nacelles or
pod ingtallations as opposed to engine-fuselage arrangements, The aero-
dynamic and thermodynamic factors which should influence the design of an
air-induction system are in the main known, but the information regarding
them is diffused in the mass of* literature dealing with subjects other than
air-induction systems. In some cases the necessary research has not as yet
been performed. It is the purpose of the present paper to discuss some of
the aerodynamic factors which influence the performance of fuselage side
inlets in the supersonic speed range up to a Mach number of about 2.0.

NOTATTION
a maximum total amplitude of the pressure pulsation, lb/sq ft
Cp drag éoefficient, é%
d diameter of body, ft
D net drag (measured drag minus the internal drag), 1b
f frequency, cps
Fn net thrust, 1b
a(f) spectral density, Llhég%-l—

h height of boundary-layer removal duct, ft

1 length of body, ft

m mass flow through inlet, slugs/sec

%i ratio of the mass flow through the inlet to the mass flow at free-

stream conditions passing through an area equal to the inlet
entrance area
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Mach number

static pressure, 1b/sq ft

root-mean-square static pressure, Ib/sq ft
total pressure, lb/sq ft

dynamic pressure, 1b/sq ft

reference area, sq ft

longitudinal distance, ft

angle of attack, deg

boundary-layer thickness, ft

cone or wedge angle, deg

cowl lip angle, deg

Subscripts
free-stream condition
inlet station
boundary-layer duct
compressor station
isentropic
surface
total
DISCUSSION

Primary Principles

CONFIDENTIAL

Performance improvements of air-induction gystems can be expected to
come from the application of certain fundamental aerodynamic principles
related to the potential and viscous flow field of the body into which the
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inlet is located, supersonic wave drag concepts, and boundary-layer shock-
wave interaction effects. Before discussing the detailed results of recent
research studies on side inlets, it would be well to review briefly these
primary principles.

For nose inlets, the ailr flow up to the entrance is uniform. However,
with side inlets the potential flow field of the fuselage at the inlet is
nonuniform, there being both longitudinal and radial velocity gradients.
The potential flow field of the fuselage, therefore, should influence to
a great extent ‘the choice of the inlet location. Figure 1, obtained from
reference 1, shows a typical Mach number distribution along a fuselage
nose. In the selection of a fuselage nose shape, the location of the
inlet as well as the drag of the nose should be considered. If possible,
advantage should be taken of the compression afforded by the nose. The
inlet location should be selected so that the local Mach number is either
below or near the free-stream value. For symmetrical fuselages, the known
theoretical methods of computing the Mach number or pressure distribution
give very good results; the first-order linearized theory (refs. 2 and 3)
and the second-order theory (ref. 4) are adequate in this respect. For
asymmetrical bodies a few cases have been treated in the literature

(ref. 5).

Thus far only the potential flow field of the body at Oo,angle of
attack has been considered. Viscous crogssflow effects become important as
the angle of attack of the fuselage is changed. These effects are well
known and have been pointed out in references 6 and 7. A sketch represent-
ing the physical process of viscous crossflow is also shown in figure 1.
Here it is seen that as the angle of attack 1s increased, differences in
the pressure field around the circumference of the body cause the boundary
layer to flow into the top region, forming two lobes of low-energy air. As
the angle of attack is increased further, these lobes form vortices.
Extensive investigations of inlets at various circumferential locations on
bodies of revolution have been made at both the Lewis and Langley labora-
tories (refs. 8 and 9). These tests show that inlets on the bottom and
sides of the fuselage can have satisfactory characteristics;-but difficul-
ties have been experienced with the upper locations, especially with regard
to the pressure recovery. However, some recent research has shown that
with the inlet on the top, the effect of the vortices can be minimized by
means of splitter plates and, consequently, the angle-of-attack effects
need not be as adverse as those measured originally (ref. 10). When inlets
are located on the sides of the fuselage, the local stream angle is greater
than the angle of attack of the body. This effect decreases rapidly as the
inlets are moved away from the fuselage.

In an examination of the basic concepts related to side inlets,
mention should be made of applications of the "area" rule; that is, the
estimation of wave drag from the longitudinal area distribution of a body
(ref. 11). The literature indicates that, at the present time, it is not
known how to apply the area rule to gide~inlet air-induction systems.
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Tests on nose inlets, however, have shown that the area rule can be used
for these designs. The wave drag of nose inlets operating at maximum mass
flow has been predictel by the use of equivalent closed-body concepts
(ref. 12). These nose inlet studies made at the Langley laboratory have
indicated that the aceiracy of the area-rule applications to nose inlets
on slender bodies depends upon the ratio of the diameter of the inlet to
the maximum diameter «f the body. The accuracy appears to be good for
ratios less than 0.3 =to O.k4.

In a review of the factors which influence the performance of side
inlets emphasis should be placed on shock-wave boundary-layer interaction.
With side inlets the siresmtube of induction air is contiguous to the fuse-
lage surface, and the deceleration and compression of this air is accom-
plished by a shock-wave system which mey impinge on the fuselage boundary
layer. If the inlet D5 placed away from the fuselage, boundary-layer
shock-wave interactiom still occurs on the compression surfaces and may
affect adversely the qressure recovery, air-flow stability, and drag of
the inlet system. Schklieren studies of shock-wave boundary-layer inter-
action on probes in formt of a blunt body (see, e.g., ref. 13) have
indicated that for a =hock wave of a given strength, the upstream disturb-
ance i1s much less if —the wave impinges on a turbulent boundary layer than
if it interacts with & laminar or transitional boundary layer. It is
believed that the photgrephic sequence shown on figure 2 illustrates these
same effects for the <use of air flow on the ramp of an inlet. At the top
of the figure 1s showva an inlet operating at its maximum mass flow with
the normal shock inside the inlet. As the mass flow is reduced, the normal
shock moves in front =f the inlet and interacts with the r'amp boundary
layer. The boundary Jdsyer is believed to be turbulent and the extent of
the pressure disturbamce vhich is transmitted upstream through the boundary
layer is small, as indicated by the small wedge of separated air. With
further reduction in -the mass-flow ratio, the normal shock wave moves
farther forward and fznailly interacts with a laminar or transitional por-
tion of the boundary Jayer on the ramp. The upstream influence of the
pressure disturbances is mach greater, as can be seen in the region of
separation extending to the very tip of the ramp. Accordingly, in the
design of air-inducti-m systems, interaction of the shock waves with lam-
inar boundary layers should be avoided.

The influence of shock-wave boundary-layer interaction on air-
induction performance asppears to have been recognized by early investiga-
tors in the field of amixr induction. However, the importance of defining
a satisfactory criterdon for predicting the occurrence of shock-induced
separation- appears to have been overlooked. At the present time, the
physical measurement of -this interaction in which we are most interested
is the pressure rise mecessary to separate a boundary layer. ILange, in
reference 14, reviewed in 1953 the known published information on the
subject of the pressuze rise which was then considered to be necessary to
separate boundary layers. These and additional data are reviewed in
figure 3. It is important to note that many diverse methods were used to

CONFIDENTIAL
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obtain the data, and that different criteria were used to determine the
existence of separation. In the cases summarized by Lange, the pressure
ratio for separation is obtained from the first peak pressure in the region
of the wedge or the step. Schlieren observations of the bifurcatlion of a
normal shock wave on the cone compression surfaces of nose-Ilnlet models
have been used by Nussdorfer as an indication of separation (ref. 15).
Seddon used the surface pressures in the dead-air reglion behind a normal
shock wave. At Mach numbers up to about l.h, the pressure gradient was
produced by a normal shock and subsonic diffusion. between the shock system
and the entry (ref. 16). Fage and Sargent made tests in which & normal
shock wave produced the gradient necessary to separate the boundary layer,
the separation being indicated from schlieren observations and pressure
measurements (see ref. 17). The agreement between these methods is poor.
The results are contrary to those reported by Bogdonoff and Kepler

(ref. 17), who indicate no change in the separation pressure rise with Mach
number. In the studies of boundary-layer shock-wave interaction previously
cited, the pressure required to produce separation is taken to be that
measured at the point of separation; however, recent unpublished informa-
tion indicates that the required pressure rise is somewhat greater. In
many practical installations it is not possible to design the ramp so that
the pressure rise for separation will not be exceeded. If the separated
flow can be made to reattach in these cases by use of boundary-layer
control and other devices, the air-flow stability and pressure recovery

can be improved. There would seem to be a need for new concepts relating
to air-inlet design which take into account the separation criteria. It is
clear, however, that the limits of these separation criteria are not well
defined and that more research is indicated. The advancement of the inlet
field depends to a large extent upon the research that will be done on

this particular phase.

Performance of Side Inlets

The preceding primary principles provide a basis for anticipating
improvements in side-inlet performance. It is not possible, however,
always to take full advantage of the aerodynamic gains afforded by these
concepts. In meny cases structural or weight considerations may preclude
certain inlet locations. In addition, many of the fundamental principles
are still somewhat rudimentary, as 1s the case of the application of the
area rule to air-induction design. Keeping in mind these and similar
limitations to the application of the primary principles, let us consider
next the performance of some actual side-inlet installations. . Where
possible, comparisons are made with nose-inlet installations. Figure L
shows the pressure recovery of normal-shock side inlets as a function of
free~stream Mach number. The pressure recovery at 95 percent of the max-
imum mass-flow ratio has been selected arbitrarily for comparison of the
various inlets. The solid line curves present data on designs for vari-
ous airplanes or missiles which were tested in wind tunnels as a part of
developmental research programs (refs. 18 to 21). The dashed curves glive
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results of laboratory experiments on more idealized experimental models
and also on pitot nose-inlet installations (refs. 22 to 25). Normal-
shock pressure recovery is shown also on the figure. Except for one case,
there is an increment of about 0.04 between the side-inlet and nose-inlet
induction systems at the higher Mach numbers. The exception is a circular
side inlet (ref. 21) which exhibits considerably higher pressure recovery
than the conventional type, its value approximating that for the nose
inlets. Additional data will be given on this inlet later in the paper.
Generally, it is realized that normal-shock inlets inflict severe perform-
ance penalties if they are used at Mach numbers above about 1.k.

The known recent pressure-recovery data on oblique-shock scoop inlets
as applied to practical airplane models is summarized in figure 5 (refs. 21
and 26 to 28). There are little data on comparable nose inlets with ramps
or wedges. "From a review of the literature, it becomes evident that there
are more side-inlet designs with wedges than with cones. However, with
nose inlets or nacelles, the research on cone compression surfaces pre-
dominates. The pressure recovery of these practical side inlets is
dependent on the design Mach number. The rapld dropoff in pressure
recovery occurs at Mach numbers above that for which the oblique shock
falls inside the inlet. Very good pressure recovery has been obtained with
some of the designs at Mach numbers less -than about 1.5. At the higher
Mach numbers, difficulties have been encountered in reaching the values
of the pressure recoveries obtained with the best nose inlets with external
compression surfaces. A two-angle ramp has obtained the highest pressure
recovery (ptc/ptm = 0.87 at M, = 2.0), although it should be noted that

the stable mass-flow-ratio range was not large for this particular inlet.

Very little data exist from which a direct assessment can be made of
the penalty in pressure recovery resulting from the placement of oblique-
shock inlets on the side of a fuselage. Two comparisons have been derived
from various published reports: One for an inlet design having a wedge-
compression surface; the other for inlets having cone- compression surfaces.
Figure 6 compares the pressure recovery of a nose inlet with a 14° wedge
with that of the same inlet placed on the fuselage (refs. 29 and 30). The
decrease in pressure recovery due to placing the inlet on the fuselage is
0 to 6 percent, depending on the Mach number. Comparison of various coni-
cal nose inlets with a half-cone inlet mounted on a flat plate (ref 31)
and a half-cone inlet on several fuselages is shown in figure 7. Since a
conical nose inlet having a shape similar to the half-cone inlets was not
tested, a pressure-recovery range obtained from several recent conical
nose- inlet studies has been included on the figure (refs. 32 to 36). The
data presented in flgure T show progressive decreases in pressure recovery
from the conical nose inlet to the half-cone inlet on the flat plate to
the half-cone inlet on the various fuselages.

CONFIDENTIAL
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The differences in the pressure recovery of nose inlets and the side
inlets are due to the distortion of the potential flow field in the region
of the inlet, to dissimilarities in the internal ducting, and to the vis-
cous boundary layer of the fuselage on which the inlets are placed. The
data on the two figures previously mentioned (figs. 6 and T) are for
boundary-layer control systems which were considered well designed. The
magnitude of the decrease in pressure recovery of a side inlet as compared
to a nose inlet can be much larger, depending to a great extent on the
boundary-layer control system that is used.

Four boundary-layer control systems for side inlets which have been
investigated are shown in figure 8. The suction or scoop type shown at

* the top of the figure takes the fuselage boundary layer into the fuselage.

The diverter utilizes a wedge underneath the inlet to deflect the fuselage
boundary layer as. it passes underneath the compression surface and along
the body. When a portion of the fuselage boundary layer can be put to
some useful purpose, combinations of the suction and diverter systems are
employed. A lesser amount of research, some at the Ames laboratory and
some by the Royal Aircraft Establishment in Great Britain, has been done
on the fourth type which removes only the low-energy portion of the fuse-
lage boundary layer through a porous surface or through slots.

Before examining the characteristics of these boundary-layer control
systems for supersonic inlets, let us consider first how they affect the
flow into the inlet. That the boundary-layer control system can have a
large influence on the flow field in front of the inlet is illustrated in
the schlieren photographs of figures 9 and 10. These figures illustrate
the effect of the boundary-layer diverter. Figure 9(a) shows the seVere
disturbances propagated upstream of a normal- shock inlet by a blunt l3O
wedge. When the wedge angle was reduced to 65° (fig. 9(b)) and an inden-
tation in front of the inlet was removed, the magnitude of the disturbances
was greatly reduced, but not completely eliminated. Figure 10 shows how
the oblique-shock system in front of a ramp~type inlet is altered by’
changes to the diverter angle of a combination of a diverter and suction
system. In figure 10(a) the diverter wedge angle is about 40°. Although
the schlieren photographs are not too clear, close examination shows that
reducing the wedge angle to approximately 20° (fig. 10(b)) in the front
portion of the diverter eliminated the disturbances. Piercy and Johnson
in references 31, 37, and 38 have shown that wedge-type diverters yield
inlet total-pressure recoveries comparable to the suction type, provided
that small wedge angles are used and that the apex of the diverter wedge
is downstream of the apex of the compression surface in front of the inlet.
The penalty in pressure recovery incurred by placing the inlet in the fuse-
lage boundary layer is shown in figure 1ll. Pressure recovery of several
inlets is plotted as a function of h/S, where h 1s the height of the
boundary-layer control inlet above the fuselage and & is the boundary-
layer thickness. For the suction-type inlets, the mass flow through the
boundary-layer removal system is the maximum used in the tests. It can
be seen that diverter systems are more sensitive to placement in the

CONFIDENTIAL
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fuselage boundary layer than are suction systems. Although the inlet
pressure recovery is increased as the inlet is moved out of the boundary
layer of the fuselage, the drag of the airplane or missile is also
increased.

The drag contributed by various boundary-layer control systems applied
to airplane, missile, and research models is summarized in figure 12
(refs. 9 and 39). Basing the drag coefficlents on the capture area of
the boundary-layer control system, which has been done in this figure,
should put the dissimilar configurations on a comparable basis, to first-
order accuracy. The drag of the diverter is defined as the drag of the
inlet-fuselage combination with diverter, minus the drag of the inlet-
fuselage combination without the diverter (i.e., with the inlet placed
contiguous to the fuselage and the inlet area increased by an amount equal
to the area of the diverter system). For a ratio of capture area to wing
area typical of four recent interceptors, these drag coefficients for the
diverter systems represent from 3 to 10 percent of the total drag of an
interceptor airplane. It can be seen that these forces are very large.
The drag of the diverter system can be divided, roughly, into two
components ~ the wedge pressure drag and the drag assoclated with wviscous
forces. An experimental breakdown of the drag is given in figure-13,
which shows the magnitude of the two components (ref 40) From this
figure it is evident that large wedge angles should be avolded if the total
diverter drag is to be kept small. The symbol in the figure is the total
drag coefficient of a wedge-type diverter with a cusped shape; the data
were obtained from model tests in the Ames 6- by 6-foot wind tunnel, If a
straight wedge had been used, the diverter angle would have been 33 The
drag of this system was somewhat less than that for straight-sided wedges.

With one exception, the data shown in figure 12 were for inlets
having diverter boundary-layer control systems. The drag was large for
the one configuration which used a suction system. Subsonic tests at the
Ames laboratory on an airplane in flight having a suction boundary-layer
control system showed a drag-coefficient increment of 0.0015 even in the
subsonic speed range (ref. 41). In both of these tests, the high drag
seems to be associated with the design of the exit of the boundary-layer
control duct. If there 1s no external disturbance due to exiting the air,
the drag of the suction system can be computed as the loss of momentum of
the beundary-layer air in passing through the ducting system. This momen-
tum loss is inversely proportional to the pressure recovery in the
boundary-layer scoop itself. A summary of the available information -on
the pressure recovery of the boundary-layer control duct is given in fig-
ure 14 (see refs. 31, 42, 43, Lk, and 25). It can be seen from a com-
parison of the curves shown that in actual installations the recovery is
much lower than the average pitot pressure through the boundary layer
(ref. 45). The size of the internal boundary-layer duct necessary is also
determined by the total-pressure recovery of the boundary-layer control
system. This figure shows that in order to supply the same amount of air
the ducting would have to be 1.5 to 2.0 times as large in these cases as

CONFIDENTIAL
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it would if the theoretical recovery were atteined. Included for compari-
gon purposes are the pressure recoveries meesured beneath a sintered ramp

during model tests at the Ames laboratory. The amount of alr removed was

from 2 to 2-1/2 percent of the inlet mass flow, which corresponds to about
15 percent of the boundary-layer air.

Methods for Increasing Side~Inlet Performance

Having summarized the pressure recovery and drag penalties associated
with many existing side-inlet installations, one may ask what methods are
being considered to increase their performance. Boundary-layer control on
the compression surfaces of the inlets has evidenced some promise. Fig-
ure 15 summarizes the results obtained on two separate models. These data
are for two side-inlet installations in which the ramp is approximately
one boundary-layer thickness away from the fuselage (ref. 27 and unpub-
lished data). The increase in pressure recovery is sizable, an increment
of 0.0k to 0.06 having been obtained with either porous-ramp surfaces or
a slot inside the inlet, ' -

In an effort to improve side-inlet performance, configurations some-
what less conventional have been investigated. A circular side inlet and
a porous-ramp side inlet have been tested in the Ames 6~ by 6-foot wind
tunnel. One of these, the circular inlet, is shown with a more conven-
tional ramp-type side inlet in figure 16. The porous-ramp side inlet,
which is not shown, is similar in shape to the ramp inlet shown in this
figure but has the porous compression surface contiguous with the fuselage,
thus having no diverter. Pressure recovery and drag of these three inlets
are compared in figure 17 at their matched operating condition, which cor-
responds to a range of mass-flow ratios from 0.77 to 0.95. The pressure
recovery of the circular inlet 1s not significantly different from that of
the ramp inlet with boundary-layer control when a diverter wedge is used,
At Mach numbers above 1.5, a curve of pressure recovery versus mass-flow
ratio shows the diverter inlet to have a higher pressure recovery at mass-
flow ratios greater than 0.85. It should be noted, however, that installa-
tion of & compression surface in the circular inlet could incresse its
pressure recovery at the higher mass-flow ratios at Mach numbers above 1.5.
The porous-ramp trapezoidal inlet without a diverter, that is, with the
remp next to the fuselage surface, has lower pressure recovery than the
other two inlets. The drag of the circular inlet is considerably less
than the drag of the conventional ramp inlet (see fig. 17). This drag
decrease amounts to about 6 percent of the total airplane drag. It is
believed that the drag reduction due to the circular inlet is associated
with the type of boundary-layer control gystem which offers less restraint
to the boundary-layer air as it flows rearward along the fuselage. The
drag of the porous-ramp inlet is less than that for the conventionsl ramp
inlet but greater than that for the circular inlet.

CONFIDENTIAL
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Schlieren observations of the flow field about the ecircular inlet
and the ramp inlet, which has a trapezoidal entrance area, are shown in
figures 18 and 19. These schlieren photographs were taken at a Mach num-
ber of 1.5 and show the shock pattern characteristics of these two inlets
as the mass-flow ratio is reduced from a maximum. It is interesting to
note the differences in the shock-wave boundary-layer interaction accom-
panying the normal shock wave in front of the inlets. There being no
compression surface in front of the circular inlet, the normal shock is
stronger than it is for the ramp inlet, and the upstream disturbances.
through the boundary layer give rise to an oblique shock wave. This
oblique wave accounts for the high pressure recovery of the circular inlet
at reduced mass-flow ratios.

A significant performance comparison of the three inlets tested
involves a conversion of the drag force and pressure recovery into a single
net propulsive force parameter (see fig. 20). The inlets and engine must
also be compared at their actual operating points (at the operating or
matched condition in which the air supplied by the inlet must be equal to
the air required by the engine). For this analysis, a typical jet engine
operating at sea level and 35,000 feet was assumed. The drag forces used
in the computations are for the fuselage alr-induction systems shown in the
previous figure and do not include the drag of wing or tail surfaces. In
the computations, the assumption is made that the drag is not affected by
the small changes in the inlet area necessary to match the inlet-engine
operation. The entrance area of the inlet simulated by the model during
the tests was 4.2 square feet. In general, the circular inlet can be seen
to have considerably better net propulsive force than either the
conventional-ramp or porous-ramp inlets at supersonic speeds. Only small
differences can be observed between the performance parameter for the
conventional-ramp and porous-ramp inlets. It should be noted that at
supersonic speeds the change in the net propulsive force parameter with
inlet area (or with mass-flow ratio) is much less for the circular inlet
than for either of the other two inlets, indicating a more favorable off-
design performance for the circular inlet. Figure 20 shows that an
entrance area of about 4.0 square feet, full scale, appears to be a good
compromise, when the performance in the speed range from O to 1.5 is
considered. Somewhat higher performance at supersonic speeds can be
attained with an inlet area of 3.5 square feet. However, severe perform-
ance logses are incurred during subsonic operation. It should be remem-
bered that the inlets which have been analyzed were designed primarily
for operation at Mach numbers up to 1.5. When the inlets are designed for
operation at higher Mach numbers, which change the external shape of the
inlets, the net propulsive force parameter would be changed considerably
at all speeds. The porous~-ramp inlet which eliminated the diverter system
was not entirely successful on this particular installation. Because only
2 to 2-1/2 percent of the inlet air was removed, the pressure recovery was
not increased sufficiently to take advantage of the reduction in drag. It
is possible that increases of perhaps 50 to 100 percent in the amount of
air taken through the porous surface could result in better pressure
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recovery for this type of inlet. It should be mentioned, however, that

the range of stable operation of the porous-ramp inlets without diverters v
is less than that of the conventional-ramp inlets with diverters or the

circular inlet (which has the best stability characteristics).

An attempt is also being made to develop new types of inlets having
high performance, which can be used as either side inlets or in conjunc-
tion with nacelles. An inlet configuration which has been evolved
utilizes multishock compression, the compression occurring internally in
the inlet. The inlet that has been tested is shown in figure 21. Multi-
“ghock compression was selected so that the strength (or pressure rise) of
the initial shock would be below that necessary for separation. Internal
compression is used to eliminate the high drag, at Mach numbers greater
than 1.9, associated with multishock cone or wedge inlets having compres-
sion external to the inlet lips. The inlet is axially symmetric, and the
angleg of the compression surfaces are low. A side-inlet installation
with this design might be similar to the circular inlet shown in figure 16.
To achieve high pressure recovery with an internal-compression inlet
requires that the contraction ratio approach that necessary for isentropic
recovery. Since a supersonic inlet will not start at these contraction
ratios, provision was made to vary the contraction ratio by making the
center cone movable. Starting in the supersonic speed range from M = 1.6
to M = 2.1 was accomplished by extending the cone. The inlets were «
designed for maximum efficiency in the Mach number range from 1.9 to 2.1
when the center cone is set so that the apex is almost in the entrance
plane. The compression is as nearly as possible apportioned equally
between the compression surfaces. The circular inlet shape was selected
because it eliminated the corners and the two converging side walls of
rectangular internal-compression inlets. The angularity of the annular
compression surface was kept small to minimize the focusing of the oblique
shock waves at the center of the passage. These inlets have been tested
at Mach numbers of 1.9, 2.0, and 2.1. .The pressure recovery measured is
shown on figure 22 together with the values from several other cone inlet
studies (refs. 23, 36, and 46 to U8). The pressure recovery of the
internal-compression inlet compares quite favorably with the cone inlets
(which have the highest pressure recovery obtained to date). The drag
resulting from external surfaces having such small deflection angles
(0° to 2°) is low. The 1lip angles of the cone inlets are from 10° to 250,
which result in considerable drag penalties. Because of its low drag and
high pressure recovery, the internal-contraction inlet appears to show
considerable promise. The research 'is in a preliminary stage and more
complete investigation is planned.
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" Alr-Flow Instability

The preceding comments have been restricted to those aspects of side-
inlet performance which pertain to pressure recovery, drag, and net
propulsive force. Little has been sald concerning another factor in the
design of induction systems which is equally as important as drag or
pressure recovery, that is, inlet instability. With external-shock inlets,
the instability is indicated by rapid flow pulsations whieh are usually
encountered as the mass-flow ratio is reduced below its maximum. The
following discussion of this problem includes a brief examination of the
current theoretical views concerning inlet instability, a short summary
of the effect of inlet instability on jet-engine performance, and a
suggested method for analyzing and correlating inlet instability.

Several theories have been proposed to describe the mechanism of
air-flow instability, or "buzz," and to determine the triggering force
necessary for its start. These are given in references 49 through 53.
None of these theories have been able to explain a majority of the cases
where instability has occurred, and at least two different triggering
forces, boundary-layer separation and a velocity discontinuity arising
at the intersection of an oblique and a normal shock, are now known to
incite buzz. Reports on most model experiments, simply point out the
mass~flow ratio at which the instability occurs. Little information has
been given of the oscillating nature of the air flow, that is; measure-
ments of the frequency and amplitude of the pressure pulsations that occur
in the internal ducting.

Before discussing the effect of instability on engine performance, it
is necessary to distinguish clearly between air-flow pulsations at the
compressor inlet and air-flow distortion at the compressor inlet. Flow
distortion has been considered a steady-state condition. The distribution
of total pressure at the compressor has been the parameter most widely
used to correlate distortion patterns with decreases in jet-engine perform-
ance. Inlet instability produces air-flow pulsations, resulting in non-
steady flow processes. Very little qualitative research, and no
quantative studieg have been made to determine s parameter suitable for
correlating air-flow pulsations with jet-engine performance.” A few
attempts have been made to use the distribution of total pressure at the
compressor inlet, the basis apparently being that certain of the engine
manufacturers have required that the total pressure should not vary over
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5 percent. If the problem is one of flow distortion then such a parameter
might be useful; however, it has no obvious comnection with oscillating
flows.2

It has been shown, expéerimentally, by several investigators that air-
flow distortion at the compressor inlet can impair the performance of Jet
engines, in some cases causing premature surging of the compressor. The
tests reported in reference 54 were made in an NACA altitude test chamber
at the Lewis laboratory on an axial-flow jet engine. The unequal flow
distribution in these tests was such as to cause failure of the turbine
under certain conditions. Before the failure, it also had the effect of
reducing the efficiency of the compressor and the turbine, so that the
thrust of the engine was reduced and the fuel consumption increased. Surg-
ing of Jjet-engine compressors also has been encountered during flight and,
in most cases, has been attributed to air-flow distortion. However, many
of these surges occurred under conditions where considerable flow unstead-
iness existed, the surging difficulties being encountered during take-off
and during high-speed climb and maneuvers, where separation from the inlet
lips was present. One experimental study has been made on a jet-engine
cone-inlet combination in the Lewis 8- by 6-foot wind tunnel which is
reported in reference 33. Although buzz occurred, it appeared to be less
severe with the engine installed and operating than 1t was with the engine
removed. The data presented do not include measurements of the amplitude .
or frequency of the pressure fluctuations. It might be noted that buzz
for this type of inlet is triggered by a velocity discontinuity due to
the intersection of an oblique and a normel shock wave which comes in »
contact with the inner 1lip surface of the cowl. In another case, for an
airplane in flight, the instability was started by separation induced by
boundary-layer shock~wave interaction. The occurrence of the instability,
which resulted in severe buffetting, agreed qualitatively with wind-tunnel
results, but detailed measurements were not made.

The few, and sometimes conflicting, experimental observations of the
effect of inlet instability on jet-engine performance direct attention to
the need for a more unified approach to this problem. It was noted that
records of the pulsating pressure in the induction system versus time, for
several wind-tunnel models, were similar to records obtained in the study
of velocity fluctuations in turbulent boundary layers. It was reasoned
that inlet buzz could be analyzed in the same manner that turbulent
boundary layers have been analyzed, that is, from a statistical point of
view. Treating the unsteady flow as a stationary random function of time
yields a method for constructing & more complete model of the flow

2Tt is impossible to obtain accurate and reliable data from a total-
pressure tube mounted in such flows. It has been shown by Goldstein, in
reference 55, that a total-pressure tube in an air gtream with a fluctuat-
ing velocity will always indicate a pressure higher than the mean pressure. T
There is also the unknown effect of damping by the length of tube that
connects the manometer with the total-pressure probe itsgelf.

CONFIDENTIAL




. ) . o e A S

NACA RM A55F29 CONFIDENTIAL 15

mechanism. By use of the concept of spectral density, it is possible to
obtain the root-mean-square amplitude of the fluctuating pressure and to
show the frequency range which contains the largest percentage of the
turbulent energy (refs. 56 to 60). Figure 23 shows a typical pressure-
time record that was obtained from one of the inlet models tested at the
Ames laboratory. A schematic diagram of the method is outlined at the

top of figure 24. The dynamic pressure cell which measures the oscillat-
ing pressures is mounted inside the inlet and the impulses from this cell
are recorded onto a tape. The tape is then put through a wave analyzer
which in turn plots the spectral density used in the analysis of the data.
The spectral density derived from the magnetic tape as it is put through
the wave analyzer is shown on the lower portion of the figure. These data
are for a Mach number of 1.7 at a mass-flow ratio of 0.59. By integration
of the total area beneath the curve of spectral density versus frequency,
the root-mean-square amplitude of the pressure fluctuations can be
obtained. This curve shows that the instability occurs between 10 and
450 cycles per second, with the energy being concentrated in two bands,
one at 100 cycles and the other at 350 cycles. It was also determined
from separate samples that the instability was a stationary random
process.

&

The method employing the root-mean-square amplitude of the fluctuating
pressure has been used in analyzing the data of two inlet models tested in
the Ames 6- by 6-foot wind tunnel. Data for these two configurations are
shown in figures 25 and 26. On the right of figures 25 and 26 are shown
the maximum amplitude of the fluctuating pressure obtained from the pres-
sure time records as a fraction of the free-stream total pressure. The
curves on the left of figures 25 and 26 show the ratio of the root-mean-
square fluctuating pressure (determined from spectral-density plots by the
method just outlined) to the free-stream total pressure, For these two
models, it can be seen that the ratio of the maximum amplitude may or may
not be a smooth function of mass-flow ratio. However, in both cases the
rms ratio of the fluctuating pressure is a smooth.and continuous function
of mass-flow ratic, its values increasing with increasing Mach number and
with decreasing mass flow. It is interesting to note that the rms pressure
amplitude does not increase suddenly, but increases smoothly as the mass-
flow ratio is decreased. Schlieren observations of buzz, on the other
hand, lead one to expect a sudden change of fluctuating pressure as the
mass-flow ratio 1s decreased. It is believed that the rms amplitude,
rather than the maximum amplitude of the pressure fluctuations are related
to the jet-engine performance, and therefore the schlieren observations
may be misleading. Use of this statistical approach should provide a
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basis for analyzing the effects of pressure pulsations on jet engine per-

formance and for correlating model and full-scale tests.

Ames Aeronautical Laboratory

10.

National Advisory Committee for Aeronautics
Moffett Field, Calif., June 29, 1955
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FUSELAGE FLOW CONSIDERATIONS AFFECTING SIDE INLETS

FROM: REF. |
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FIGURE I.
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A-20195

Figure 2.- Extent of flow separation on a ramp in front of an inlet,
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PRESSURE RECOVERY OF OBLIQUE SHOCK SIDE INLETS
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COMPARISON OF CONE INLETS AND HALF-CONE
SIDE INLETS
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Figure 8.- Boundary-layer control systems for side inlets,
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(b) Boundary-layer diverter angle = 65°.

Figure 9,- Effect of a diverter boundary-layer control system,

A-20106

(b) Boundary-layer diverter angle = 20°,

Figure 10,- Effect of a diverter-suction boundary-layer control system,
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EFFECT OF FUSELAGE BOUNDARY LAYER
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DRAG OF WEDGE DIVERTERS, h.lo
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FIGURE 13.
9 PRESSURE RECOVERY OF BOUNDARY-LAYER
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EFFECT OF BOUNDARY-LAYER CONTROL
/POROUS RAMP
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FIGURE 15.

A-20552

Figure 16,- Circular and trapezoidal side inlets,
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COMPARISON OF THREE SIDE INLETS (‘MATCHED' OPERATION )
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FIGURE 17.

mex,

A-19530
Figure 18,- Schlieren photographs of the circulaf side inlet, M = 1,5
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m, /M, = mex,

m;/me = 0.8

my/m, = 0.5

A-19528

Figure 19.- Schlieren photographs of the trapezoidal side inlet, M = 1.5,
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INTERNAL- COMPRESSION INLET
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FIGURE 2l.
COMPARISON OF CONE INLETS AND AN
INTERNAL COMPRESSION INLET
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FIGURE 22.
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TYPICAL TIME RECORD OF INLET
PRESSURE FLUCTUATIONS
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FIGURE 23.
TYPICAL SPECTRAL DISTRIBUTION FOR A »
TWIN SIDE INLET
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FIGURE 24.
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PARAMETERS FOR INLET INSTABILITY

TWIN DUCT
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FIGURE 25.
PARAMETERS FOR INLET INSTABILITY
TWIN DUCT
SIDE INLET q
J2r
Mg
_ o8y o8| |
D N\ Mo a
Pro ; Preo 12
- | o4}
94I'N3 s, e :\/
0 L o L
L i i | ] L 1 1 1 ]
3 5 T 9 Il 4 6 8 Lo
ml/meo mlﬁ'na,
FIGURE 26.
CONFIDENTTAL

NACA - Langley Field, Va,




RS 28]

TVILNIAIINOD

P

62IGSY WH VOVN
‘¥ Juex§ ‘quozazzey -

¥ ey ‘h)d
‘¥ Pwwy ‘uewmssop
(1)
Tesuyoe Y, ‘sarremuing
aTyirevy
dooog ‘syeTul a1¥
FG1¥vT)
apIs ‘sl JIY
8j91ur IV

TTVILNIJIINOD

~HEE

L]

h 7’
uoyBuryses ‘VOVN Wolj dqeureo 591do)

‘3T JO UOIIOUNY WOPUBX LIEUOTIEIS € SB pPajeal)

BT MO[J 3Y} YoTys ur MatA Jo jutod Ted1IsIYe]s ¢ woay
Annqeisur Moy 91y BuyzAreue xoj paurpno sy aampad
-0xd y °pomarAdJ aJI® 8J3TUT IPIS PUE BIITUT I8OU JO
asouewxo)aad ayy Sutroadmry 0] SPOYIBDIN  "PIsSNOSIp

are (°z |oqe Jo l3qumu yoew e 03 dn adues pasds -

oswuogaadns ayj ur gjaur apre aderasny Jo adueuwrrojiad
3y} IOUSINJUT YITYA SI0}JOB] JJWEUAPOIIE aY] JO JWOS

TYIINAQIANOD (6249SV WY VOVN)
‘sojoyd. “'sxferp -dgg -9geI 1tady “juOIIZZ®T

¥ Juexq pue 1A} 'V YuBJJ ‘UBWSSON 'V joWwWy
“SLATINI FSON H.LIM NOSIHYdWOD V ANV
HONVINHOLHId HIFHL ONILOAJIAV SHOLOVA
IWOS 40 XANLS V - SLA'INI IJIS DV IISAL
*SOTINBUOIAY JO] 93TWro)) LIOSTAPY TeUOIYeN
62499V WY YOVN

TVILNIAIINOD

P/

uoiuTysEA ‘VOVN Wodj s1qeureqo sardo)

*9UWI[} JO UOTJIUNJ WOPUET LICUOTILIE ¥ ¥E PATEd)

ST MOTF 9Y) YOTYA UT AeTA JO jurod [EO1ISTIEIS € WOJJ
ATIqeIsuy Moy JaTuy BujzATeUe 10j PAUTIINO T 0NPad
~03d ¥ ‘PIASIASI 3.I® $79TU[ IPIS PUE S}ATUT ISOK jO

62455V WY VOVN Al aouemro)ied ayy Sujaosdwmy IO SPOYW  'PISENISIP
'V fuely ‘juorazzeT I axe 'Z Woqe Jo Jaqumu yoe ¢ o) dn a3ues poads -

‘v yuexy ‘dild ‘11 dyuosxadng ayy ur 9oTur apys adeiasny jo sowemrojaad
'Y PWwWIy ‘UeWESOW I 3y} JOUINJUT YIIYA 8I0}IE] ITWEULPOIIE Y]} JO IWOS

(z1) ’
Teouyos], ‘serremumg ‘y IVLINZQIINOD (62455Y WY YOVN)
Ty 19T ‘gojoyd “:saBerp ‘dgg ‘pSeY Nady ‘TuoseZIFE]
dooog ‘sjerur NIV ¢ 'V Yuwig pur 1A]d ¥ UBI] ‘UBWSSON °V Pwmy
F191) ‘SLATINI ISON HLIM NOSIHYdIWOD V ANV
3pIS ‘PN NIV T FONVWHOJIHId HIFHL ONILOAIIV SHOLOVA
(1'v1) SPUI Y T FWOS 40 XANLS V - SLA'INI IS IDHV'TISNL
*SO1NeUOIIY 0] 3IJPWUWo)) hk§>v< TeuoI BN
TVLLNIAIINOD 62155V WY VOVN

"




TVILNIQIANOD

YN

uoydurysem ‘VOVN uloly ajqeureiqo sardod

*aW) JO UOTIOUN] WOpPUEI AIBUOIJR)IS B S€ Pajeat)

ST MO[J 3y} YOTyM Uy Ma3T1A JO jurod 1eo1ISIe}s ® WOog)
AjIqe)sur Moy 91Ul SupZATEUR I0J PAUTIINO BT 3INPID
-0ad ¥ 'paMaTA3J IaE 8]3TUT IPI8 PuUE 8ITUT IFOU JO

TVILNIAIINOD

T

62455V WY VOVN Al

uoUTUSEM ‘VOVN WOLJ J[qRUIEqo saido)

W) JO UOIJOUN} WOPUEI LICUOIJE}S ¥ SE PIjeal)

ST MO} 3} YI1ym UT MaTA JO Jurod TEd(SIIe}s € WO
Lyniqesuy MOT) jaTut BurzATEUR IO PIULINO ST IINPID
-oxd ¥ ‘peMa3TAdI aX® S33TUT IPIE PUE §ITUT ISOU JO
aouwewmxojiad ayy Buyaoadwiy JO] SPOYIBN  'PISSNOSIP

62JISSV WH VOVN Al aouewrojrad ayy Buraoxdwy I0] SPOYPW  PISSNISIP
‘Y yuery ‘tuolazzery ‘Il axe (°Z oqge Jo Jaquunu Yoew e 03 dn a8uva paads . 'V yuesy ‘fuorezzeT ‘Il are ('Z INOqe Jo Jaqumu Yo € 0} dn aduer paads -
‘vyrergd ‘A3 d 1 owrosxadng ayj ur sjaTur Ipis 28erasny Jo aouewmrrojiad ‘v ywexy ‘Al d ‘I otuosyadng ay) uy sjeruy IpIe IFerasny Jo sduemrojaad
'Y JPwwy ‘UBWSSOW ‘I 9y} douUanUT YOoIYM SJ0JOB] JTWEUAPOISE aY) JO awos 'V jpPuimy ‘Uvewssol 1 Y} JDUINTIUT YOTYA §I0308] dTUreuLposae Iyj Jo awog
(z1) » (21) .
Teduyoay, ‘sarrewams § TIVIINIATANOD {62455V WH VOVN) Tedlyoa ] ‘sarremumg °§ TVILNIAIINOD (6245SV WY VOVN)
T% 1% ‘sojoyd “'saBerp 'dgg  "9geT NMady ‘TuosezzeT] (T'9'1°y°1) ‘sojoyd. “-saderp ‘dgg °pSeT wady TUOIIZZET]
dooog ‘sjerul IV ‘g "V uRIg pue ‘1A}d 'V yueld ‘vewissol 'V Pwmmy dooog ‘sjerur a1y ‘¢ ‘Y Juerd pue ‘1£}d 'V NURIJ ‘USTISSO 'V jJpuImy
F1%1) ’ "SLATINI ISON H.LIM NOSIMVAINOD V ANV (20 4 2 9] ' ‘SLATINI ISON HLIM NOSIHVAWNOD V ANV :
apIS ‘sl AV 2 TONVANHOIHIL WITHI DNILOHIIV SHOLOVA apis ‘spPWI Y ' FONVNHOJIHId HITHL ONILOIJIIY SHOLOVA |
(s 20 9] 8L JIY  °T TWOS 40 XANLS V - SLAINI IAIS FOVTISNL (T°%v°1) 8P 1y °T TWOS 4O AANLS V - SLA'INI IAIS IOVIIASNA |
*§O1INBUOIIY JO] 993TWUI0)) AJOSTAPY TRUOIIEN *821NTUOISY I0] 33WWO) LIOSTAPY TEUOIJEN |
TTVILNIAIINOD 62458V WH YOVN TVIINIQIINOD 62JSSY WY VOVN
IVILNIQIINOD uojyBulysesm ‘'VOVN WolJ qeurnqo sardon TVILNIFIINOD uoBUIYSEM ‘VOVN Wolj dlqeureqo 53ido)
\ :
3y JO UOIIOUNJ UIOPUE.I LIBUOTIE)S € 8B Pajeas) ‘auw{) JO UOTIOUN] WOPUEIX AIBUOIIEIS € SE PITEI)
ST MOTJ 8Y3 YoTyA ur Mata Jo jurod Teo1ISIIeIs ® WOJ) ST MO[J 843 YOTyA Uy MITA JO Jurod [ed]ISTIEIe ¥ WoI)
AITIqe)sur Moyy JoTur BupzZATEUE J0J PIUTTINO 8T 3INPad Anniqeisur Moy U BurzATEUE JOJ PAUIINO BT IINPaAd
-0ad ¥ ‘paMarA3X aae BIITUI IPIS pUE B8IITU ISOU JO -01d ¥ °‘peMaITAaI a.I® BJITUY IPIS pUE S}9TUT IFOU JO
82JIGSY WM VOVN Al aouewmxojaad ay) Suraoadwry 10 SPOYIB  PASENIEBIP 62458V WY VOVN "Al aouenrxojred ayy Buyaordwry J0] SpoqIeN  “pasemOSIp
‘Y qUeId ‘TUOIaZZET °IMI are (°g JNOUE JO JequMu Yoew e o} dn afuex paads - ¥ yuexy ‘fuoxazze] ‘I axe (°7 JOqE JO J3qUMU YOEW ¢ 03 dn aBuwa paads -
.Y yuweag ‘A1 ‘11 oruosxadns ayj ur sj2TUT Ipys aderasny Jo souewaoyaad ) ‘v yuexgy ‘14514 ‘1 otuosxsdne ayj uy sjeTUl apIs aderasn) jo aosuewrzojrad
A ‘Y ewmy ‘wvewssSoW ‘I a1} SJUSNJUT YOTYMA 80308} JTUreuipoIae 2yj Jo awmog. ( 'Y Powmy  ‘vewmssol I Y} FDUSNTJUT YDTYM §I0}0¥] JTUreuipolae ayj Jo suwog W
(49] , z1) A
Teduyda], ‘sajrewumg ‘§ TVILNIJIINOD (62355V WY VOVN) TesTuyoa], ‘satremumg TYIINTIAIINOD (62496Y WY VOVN)
T%19%7) ‘gojoyd. “'sxferp ‘dgg °9¢eT mady ‘yuoreZZET (T'%'1°%'1) 'sojoud “gxderp ‘dgg  ‘9ger 1ady  ‘TUOIIZTET
doodog ‘sjeTul IV ¢ 'V Yuesg pue ‘[A]d ‘v YUBld ‘UTWSSON 'V JPwmuwy dooog ‘slOTUI IV °§ ¥ Juery pue ‘l{}d 'V yuexd ‘wewissop ‘Y jJPuwrmy
#1791 . *SLATINI ISON HLIM NOSIHVANOD V ANV F191) ) ) ‘SLATINI TSON HLIM NOSTHVANOD V ANV
apIs ‘sl NIV °Z AONVINHOJIHTd HIHHL HNILOFAIAV SHOLOVA 9p1s ‘mPTul UV T FONVINHOIHId HIFHL ONILOFALAY SHOLOVA
{TET) sPNuI Oy 1 JWOS 40 AdNLS V - SLATINI FAIS FOVIIASNL (T1%°1) S9N Iy °T FWOS 40 AANLS V - SLIINI IAIS IOVIIENL
- *SOJINBUOCIAY IO} 93)JJWWO) AJOSTAPY TEUOTTEN . *S01INBUOIIY IO} 33)JTWUWI0)) KIOSTAPY [SUOTIBN
TVLLNIAIINOD 62455V WY VOVN TTVLLNIAIANOD 82455V WH YOVN




 aes? e

TVIINIAIANOD

P

i
1.

1

uojBupysem ‘VOVN woly a[qeuteiqo satdon

U} JO UOTJOUN] WIOPURI AIEUOIJE}S B SE Pajead)

ST MOIJ 8y} Y2Tys UT M37A jo jurod TedI)sIyes € Woy
LyITIqe)sut MOTy JoTut BujzATeue I0J paul[INo 8] JINDAD
-0oxd ¥ pPamatAal 9a® §J9[UT SPIS pue SIA[UT IBOU JO

TTVILNIAIANOD

s e

uoiBuyseM ‘YOVN Wodj 3|qeureiqo satde)

*aUIl} JO UOIJOUN] WOpUeI AICUOIIEIS € 9§ pajeat)

81 MOTJ 3y} YOIy Uy Md1A jo jurod redrIsiies € woJy
AyniqeIsuy Ao1) Jarut SuyzATeUE 10§ PIUT(INO ST 3JNPIDI
~01d ¥ 'paM3lAaI 3IE £)ITUT IPIS puUE FIATUT ISOU JO
sourwrrojxad ayj Butaoxduwry J0] SPOYIDW  “PIFENISIP

62465V WH.VOVN "Al aouewrojrad ay) Sutaoadwy J0j SPOYPN  passnosip 62455V WH VOVN "Al
Y quedy ‘fuodazze ‘IiI @I (°g NOqE JO JqUUNU yIEW € 0} dn sBuex paads ‘v yue1g ‘tuosazzery ‘Ml are (°z noqe Jo Jaqumu yoew ¢ 03 dn alues paads -

‘v yuead ‘41 d I Jtuosaedns ayj ut 812Ul 9pIs aSe[asny Jo asuewmrojiad 'y yuerd Al d 1T Jruosyadng ayy uy S}TUT 9P edelesn) Jo ourmrojIad
Y ﬂuwﬁam .q«,a,ﬁuuod‘ 1 9Y} FOUINTUT YOTYM SI0IOE} DOJEULpoIsTE ayj JO SWOS A % powmy ‘wewrssoN ‘I 3y} F0UANTUT YOTYM S8JI0]OE]) ITWEUAPOIIL 3Y] JO IWOS

t49) : 71 ,
Teowysa], ‘sairewumsg -y TVIINZAIINOD (62455Y WY VOVN) Teo[yoda], ‘saprewumg TVILNIALINOD (62I5SY WH VOVN)
T¥1°¥%7) ‘sojoyd “-saderp "dgg °-9gel wwady TUOIIZZE] a9y 1v1) -sojoyd ‘siBerp ‘dgg °'9geI widy “tuoIIZZET
doods ‘sPpNI nY ¢ ‘¥ yueag pue ‘141d vV Jueld ‘UBWISSOW 'Yy jJowway doodg ‘speTur Y ¢ ‘Y yuelrq pue ‘4] Y yUeld ‘UeWsSsOW ‘Y jouwwmy
(286 2 §) iy *SLAINI ISON HLIM NOSIEVAWOD V ANV F1T°%°1) *SLATINI ISON HLIM NOSTHYAWOD V ANV
9pig ‘SNl Y T HONVIWHOJIYAd HIFHL DNILOTIAV SHOLOVI 9pI1§ ‘sPIUI IV T FONVIWNHOJ YA HIFHL ONILOTIIV SHOLOVI
(v 1) sPuI IV T AWOS 40 XAALS V - SLAINI IAIS FOVIASNI (1°%°1) spPMI 1Y I TWOS 40 XANLS V - SLI'INI JAIS IDVIISNT
*§O1INBUOIAY JO] 33)TWI0)) LIOSTAPY TEUOIIEN *801JNBUOIIY JOJ IWWO) LIOSTAPY TEUOIIEN
TVLLNIAIINOD 624GV WH YOVN TVILNIAIINOD 62J4SSY WH YOVN
TVILNIAIINOD uojBupysepm ‘YOVN Wodj d[qeureqo satdod TYILNIAIINOD uo)Burysem ‘VOVN Woaj jqeureqo satdo)

VowN VR
|
*awWI} JO UOTJOUN] WOPUe LIBUOCTIE)S B S PIjeat) *3UIT) JO UOJOUN] WOpUEX AJIEUOIJEIS ¥ 8€ PajLa)
ST MOTJ 9Y) YOTyMm UT MaTA Jo jurod Teds1ysiie)s © woaj ST MOTJ Y3 YOTYA Uy MatA Jo jurod Teorisiiels € woux]
ATIqeISuUT MOTj JoTUT BupZATRUR IO PAUIIING ST 3INPad Aiqessuy MoT}. 19TuT BurzATeUE JOF PAUITINO B] 3INPAD
-oxd ¥ °poMaTAdJ da® SJOTUI 9PIS pPUE SISTUT 980U JO -0xd ¥ °"paMaTAlI 3I¥ 831Ul IPIS puT €I3TUT IFOU JO
82ISSYV WY VOVN Al soutwaojzad ay) Suraoxdwry 103 SPOYP  ‘PIsSSNISIP 62JSSY WY VOVN Al aouewrxojrad ay; utacaduwry 10] SPOYPW  "PISSNOISIP
‘¥ yuely ‘fuoxazzery ‘Il 9ae ('Z MOQE JO JaqUMU Yoel © o) dn aduex paads - 'V yuexg ‘tuoxdzzer] ‘M1 arxe (°z MOge JO JaqWmu YoeW € 03 dn a3uex paads -
‘v yuexgy 4A3d 11 oruosyadng ayj ur 837Ut apls aderasny jo aduewojrad ‘v yuexgy ‘did ‘10 owoszadng ayy uy 81atuy aprs aferasny yo aouewrroyxad
'Y jowwy ‘uewsSsoOl 1 91} 30UINTJUT YOTYMA SIOJOB} JTWEUAPOIIE Iy} JO IUWIOF 'y jPwmy ‘uewrsso ‘I Y] JOUINTJUT YOTYM BIOJOE] JWIELUAPOIIE Iy} JO IWOF
(21) (t49]

Teowyoal ‘serremumg ‘H IVIINIAQIINOD (62455V WY YOVN) [eotuyos ], ‘serremumng ‘p TVIINIALINOD {62455V WY YOVN)
TF1T%7) ‘sojoyd ‘“-saBerp -dgg °-9g61 11ady -ruOIIZZET] T%1T°%°7) ‘sojoyd “‘siBerp ‘dgg '9geT 1f1dy ruocIazzey
dooog ‘syerul MV ‘¢ 'V yueag pue ‘AJd 'V Uesd ‘UBmSSOW YV jPwrmy dooog ‘spmuI a1V ‘¢ 'V yuesg pue ‘[A}d Y aUeld ‘ULWSSOW ‘V JPwwy
F1¥T *SIATINI ASON HLIM NOSIHVAWNOD V ANV F1%T ‘SLATINI ISON HLIM NOSIMVAWOD V ANV
apls ‘sjomuI Y ‘g TONVNHOIYId HIFHL ONILDAIAV SHOLOVA apIs ‘sPrUI Y T TONVINEOIYTd HITHL ONILDIILY SHOLOVL
1v1) 8PNl 1Y T FWOS 40 AdNLS V - SLATINI IAIS FOVTISAL T¥%71) sPUI Y T JWOS 40 XANLS V - SLIA'INI IAIS ADVTIISNI
*SOTINBUOIDY JO] 983PWWOD hhonu>ﬂ< TeuolyeN ‘SOTINBUOIIY JOJ IaPTWUWIOD hk§%< Teuor BN
TVILNIAIINOD TVLLNAZAIINOD 62495V WY YOVN

62455V WY VOVN

%

-




